
TECHNICAL DATA 
Revision Date    05/2011 

Parex Ltd, Holly Lane Industrial Estate, Atherstone, Warwickshire, CV9 2QZ 

Tel: 01827 711755, Fax: 01827 711330, E-mail: enquiries@Parex.co.uk 

www.Parex.co.uk 

PAREX RENOVATING 
PLASTER 
 

Product code 
TP167 Packaging listed overleaf 
 

Description 
Parex Renovating Plaster is a pre blended 
lightweight plaster that has been specifically 
designed to control damp in older properties. 
Parex Renovating Plaster has similar properties to 
a traditional 1:1:6 cement/lime/sand plaster but 
includes lightweight aggregates to improve thermal 
insulation..  
Parex Renovating Plaster provides an effective 
barrier against mineral salts whilst the alkalinity of 
lime in the blend inhibits mould growth.  Synthetic 
fibres are incorporated to reduce shrinkage 
cracking and increase flexural strength. 
Parex Renovating Plaster is a breathable system 
that allows the transfer of vapour moisture, 
therefore allowing the substrate to dry naturally by 
effectively controlling moisture movement rather 
than trying to stop or redirect it.   
Parex Renovating Plaster has excellent insulation 
properties due to the low bulk density of the perlite 
lightweight aggregate. 
Parex Renovating Plaster is mixed and applied in 
the same way as a traditional gypsum based 
plaster, but is quicker drying, therefore enabling 
earlier decoration. 
 
Uses include:  

Repairing plastering after dpc insertion. 
Sympathetic restoration of historic buildings. 
Cellar/basement conversion teamed with 
cementitious tanking systems eg Eproseal. 
North facing or cold external walls. 

 
Typical Properties @ 20°C 
 
Compressive strength 28days 3N/mm

2
  

Flexural strength 28days 1.5N/mm
2
 

Working life    60 minutes 
Set Time   120 minutes 
Drying time   24 hours  
Bulk density   800kg/m
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Specification Outline 
Plaster renovation shall be carried out using Parex 
Renovating Plaster as manufactured by Parex Ltd.  
Must be stored, handled and applied strictly in 
accordance with the manufacturer's instructions. 

 
Quality Assurance 
Parex Ltd is a firm of Assessed Capability. The 
Company's quality and environmental 
management systems conform to ISO 9001:2008 
and ISO14001:2004 respectively as assessed by 
UK CARES LTD. 
 

 

Instructions for Use 
 

Preparation 
Hack off old contaminated plaster and rake out the 
joints and in particular any loose mortar.  Wire or 
stiff brush the substrate to remove all fines, and as 
much dust as possible.  All mould, salt, oils or 
foreign substances must be removed prior to 
plastering.   Timber noggins, cracks or poor bricks 
should be isolated with EML (expanding metal 
lath).  High suction substrates such as autoclave 
aerated concrete blocks can be coated with Parex 
Acrylic Sealer to mitigate suction. Low suction 
backgrounds such as concrete lintels, engineering 
bricks, dense stone masonry may be coated with 
Parex Cembond to enhance bond. 
 

Mixing 
Add Parex Renovating Plaster to clean, 
uncontaminated water and mix until plaster 
consistency is achieved.  Let it stand for two 
minutes to allow lime to fully hydrate, then mix 
again before applying. 

Placing 
Parex Renovating Plaster should be applied 10-
12mm thick and lightly scratched to provide a key 
for the finishing tight coat. Greater thickness may 
be achieved by dubbing out and allowing to dry for 
at least 24 hours before application of subsequent 
coat. 
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PAREX RENOVATING 
PLASTER 
 

Precautions 
 

Health and Safety 
 

Parex Renovating Plaster is alkaline when mixed 
with water and should not come into contact with 
skin or eyes.  Avoid inhalation of dust during 
mixing and wear safety glasses, dust mask and 
gloves. If skin contact occurs wash thoroughly with 
clean water. Should eye contact occur rinse 
immediately with plenty of clean water and seek 
medical advice.  
Full health and safety data are given in the 
Product Safety Data Sheet. 
 

Fire 
Parex Renovating Plaster is non-flammable. 
 

Yield and Coverage 
 

Parex Renovating Plaster is supplied in 25kg 
paper sacks. 
One 25kg bag will cover approximately 3m

2
 at a 

thickness of 10mm. 

 
Storage and Shelf Life 
 

Parex Renovating Plaster should be stored under 
cover and protected from rain and frost. The 
storage life of unopened bags will be 6 months 
when kept in dry conditions at a temperature 
between 5°C and 35°C.  Storage at higher 
temperatures or high humidity may reduce shelf 
life. 
 

Packaging and Ordering 
 

Parex Renovating Plaster is supplied in 25kg valve 
sack bags 
25kg valve sack bags        Product Code TP167 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
For further information and sales please contact 
your local Parex Products office as listed below. 
 
 
 
 
 
 
 
Parex Ltd products are guaranteed against defective materials 
and manufacture. Products are sold subject to the Parex Ltd 
Terms and Conditions of Sale, copies of which are forwarded 
on invoice and are available on request. Parex Ltd endeavours 
to ensure that the above data and any further advice is correct, 
however, it cannot accept any direct or indirect liability for the 
use of its products as such usage is beyond its control. 


